


Airport Terminal Building Repainting

Scope of Works 

Note: The successful contractor is required to supply all labour to complete

the works described, unless where indicated. 

Item Qnt. Unit Rate Price

1

1.1 1 sum.

1.2 1 sum.

1.3 7,175 sq ft

2

2.1 119 ln. ft

3

3.1 1,220 sq ft

3.2 218 sq ft

4

4.1 1 sum.

5

5.1 1 sum.

6

6.1 1 sum.

6‐2 1 sum.

7 EC$

Ceilings

Clean dust and mildew from all external block wall surfaces.

Apply sealant to key areas on all external block wall surfaces (as advised by 

Project Architect)

Apply 2# coats of 'Weather Barrier', semi‐gloss, water‐based paint on one coat 

of primer to cleaned surface of all external railings (colour to be specified by 

Project Architect).

External Railings

Apply 2# coats of 'Weather Barrier', emulsion paint on prepared surface of 

Arrivals Gallery floor (colour to be specified by Project Architect).

Flooring

Apply 2# coats of 'Weather Barrier', emulsion paint on prepared surface of Front 

Entry Hallway floor (colour to be specified by Project Architect).

Clean dust and mildew from all external timber rafters and roof boards.

Miscellaneous 

Total:

Description

Transportation:

Clean site and make good. 

External Block Wall Surface

General

Apply 2# coats of 'Weather Barrier', semi‐gloss, water‐based paint on prepared 

surface (colour to be specified by Project Architect).

Scaffolding


